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RESEARCHED, DEVELOPED & DESIGNED IN SWITZERLAND

SPOTLIGHTS & DOWNLIGHTS





FOREWORD

Our family of LED lighting incorporates a wide range of highly energy efficient light fittings for 
corporate, hospitality and residential applications.

These advanced fixtures have been developed through an uncompromising research & development 
process in Switzerland and Germany – from conception and design, through to prototyping and 
further product improvement, before final tooling and production at our in-house facilities. 

Our luminaires have been conceived to be in line with the latest architectural styles and 
requirements for commercial and residential lighting, whilst exploiting the latest in energy-
efficient LED chip technology and integrating green recyclable components wherever possible.

All lighting products are manufactured in accordance with European and International best 
practices with stringent quality control checks in place to ensure product safety, durability, 
operational robustness and complete customer satisfaction.

FEATURES & BENEFITS

•	 Incorporates the latest in energy-efficient LED technology for high system efficacy and low 
power consumption

•	 Offers up to 80% in energy savings as compared with conventional CFL based fittings

•	 Specification grade quality in performance, visual comfort, colour consistency and colour 
rendering (CRI > 90)

•	 Range of 4 reflector angles to suit different beam requirements and glare control. Special 
reflectors made from materials with 98% reflectance are also available as optional that can 
further increase the efficacy of the Led fitting

•	 Range of different sizes and lumen outputs for every application, including DALI dimming 
control and ingress protection options

•	 Designed to be in line with the latest architectural styles and safety requirements

•	 Exceptional value with full 5-year offsite warranty coverage (see our warranty clause). See 
terms and conditions

LED SPOTLIGHTS, DOWNLIGHTS AND WALLWASHERS

With exceptionally low power consumption and high system efficacies of more than >100lm/
Watt, our LED luminaires result in considerable energy savings as compared to conventional 
compact fluorescent lamp (CFL) light fittings.  

Our family of LED track-mount spotlights, downlights and wallwashers come in an assortment 
of sizes and lumen outputs, allowing flexibility of choice across different applications. Other 
enhanced features include superior glare control, DALI dimming and ingress protection of up to 
IP 55 rating. 

These energy-efficient LED luminaires are ideal for use in shopping centres, speciality shops, 
supermarkets, hotels and hospitality industries, offices, museums, private art/painting collectors, 
hospitals, etc... - areas where environmentally friendly green general lighting can be applied.



Bucherer München



INTERNATIONAL

• AUDI Motorcar Showrooms, Japan

• Toyota Motor Corporation Showrooms, Japan

• Mercedes Benz Museum, Germany

• Porsche Museum, Germany

• Schloss Galleria, Germany

• Federal Ministry of Defence, Germany

• Karstadt Department Stores, Germany

• KaDeWe Department Store (Berlin), Germany

• Bucherer Watch and Jewellery Stores, Switzerland

• Manor Department Stores, Switzerland

• Globus Department Stores, Switzerland

• Coop Supermarket Chain Stores, Switzerland

• Migros Supermarket Chain Stores, Switzerland

• Vogele Shoe Stores, Switzerland

SINGAPORE

• Marina Bay Sands Integrated Resort and Casino

• Esplanade Theatres on the Bay

• Raffles Hotel

• Fullerton Hotel

• Swissotel The Stamford

• IBIS Hotel

• Housing Development Board (HDB)

• Mass Rapid Transit (MRT) – North-East Line Stations

• Changi Airport Terminal Two

• CityLink Mall

• National Parks Board (NParks)

• Asian Civilisations Museum

• National Arts Council

SELECTED PROJECTS
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LED DIRECTIONAL TRACK SPOTLIGHT

Round Spotlight Rim, Ø 122mm | Tilting Angle 90°, Rotatable 350° | Suitable for all 3-phased Euro tracks

Light Source	 :	 High performance Led chip
Lumen Output	 :	 2000 – 4200lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 25W – 38W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI control	 :	 Optional
Weight	 :	 1.75kg

31148.000

Optional
DALI & PUSHdimm

Ceiling heights 
up to 3.0 m

up to 3000 Lumens

90 mm 110 mm 
Ceiling heights 

up to 4.0 m
up to 4000 Lumens

110 mm 130 mm 
Ceiling heights 

of 4.0 m
up to 5500 Lumens

130 mm 

up to 40 Watt
passive

up to 61 Watt
active

Cooling Refl ectorBallast

Optional
DALI & PUSHdimm

Ceiling heights 
up to 3.0 m

up to 3000 Lumens

90 mm 110 mm 
Ceiling heights 

up to 4.0 m
up to 4000 Lumens

110 mm 130 mm 
Ceiling heights 

of 4.0 m
up to 5500 Lumens

130 mm 

up to 40 Watt
passive

up to 61 Watt
active

Cooling Refl ectorBallast

LED DIRECTIONAL TRACK SPOTLIGHT

Round Spotlight Rim, Ø105mm | Tilting Angle 90°, Rotatable 350° | Suitable for all 3-phased Euro tracks

Light Source	 :	 High performance Led chip
Lumen Output	 :	 2000 – 4200lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 25W – 38W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver 
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI control	 :	 Optional
Weight	 :	 1.55kg

31147.000

154

43

100

Optional
DALI & PUSHdimm

Ceiling heights 
up to 3.0 m

up to 3000 Lumens

90 mm 110 mm 
Ceiling heights 

up to 4.0 m
up to 4000 Lumens

110 mm 130 mm 
Ceiling heights 

of 4.0 m
up to 5500 Lumens

130 mm 

up to 40 Watt
passive

up to 61 Watt
active

Cooling Refl ectorBallast

Optional
DALI & PUSHdimm

Ceiling heights 
up to 3.0 m

up to 3000 Lumens

90 mm 110 mm 
Ceiling heights 

up to 4.0 m
up to 4000 Lumens

110 mm 130 mm 
Ceiling heights 

of 4.0 m
up to 5500 Lumens

130 mm 

up to 40 Watt
passive

up to 61 Watt
active

Cooling Refl ectorBallast
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Migros Brunnen
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LED DIRECTIONAL TRACK SPOTLIGHT

Round Spotlight Rim, Ø126mm | Tilting Angle 90°, Rotatable 350° | Suitable for all 3-phased Euro tracks

Light Source	 :	 High performance Led chip
Lumen Output	 :	 4200 – 4500lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 38W – 50W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220-240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI control	 :	 Optional
Weight	 :	 1.4kg

31172.000

42

26
8

42

126 90º

350º
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LED DIRECTIONAL TRACK SPOTLIGHT

Round Spotlight Rim, Ø150mm | Tilting Angle 90°, Rotatable 350° | Suitable for all 3-phased Euro tracks

Light Source	 :	 High performance Led chip
Lumen Output	 :	 4200 – 4500lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 38W – 50W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220-240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI control	 :	 Optional
Weight	 :	 1.4kg

31149.000

192

43

150

Optional
DALI & PUSHdimm

Ceiling heights 
up to 3.0 m

up to 3000 Lumens

90 mm 110 mm 
Ceiling heights 

up to 4.0 m
up to 4000 Lumens

110 mm 130 mm 
Ceiling heights 

of 4.0 m
up to 5500 Lumens

130 mm 

up to 40 Watt
passive

up to 61 Watt
active

Cooling Refl ectorBallast

Optional
DALI & PUSHdimm

Ceiling heights 
up to 3.0 m

up to 3000 Lumens

90 mm 110 mm 
Ceiling heights 

up to 4.0 m
up to 4000 Lumens

110 mm 130 mm 
Ceiling heights 

of 4.0 m
up to 5500 Lumens

130 mm 

up to 40 Watt
passive

up to 61 Watt
active

Cooling Refl ectorBallast

LED DIRECTIONAL TRACK SPOTLIGHT

Round Spotlight Rim, Ø125mm | Tilting Angle 90°, Rotatable 350° | Suitable for all 3-phased Euro tracks

Light Source	 :	 High performance Led chip
Lumen Output	 :	 2800 to 4500lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 25W – 42W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220-240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI control	 :	 Optional
Weight	 :	 1.6kg

31162.000

150 40

140
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LED DIRECTIONAL TRACK SPOTLIGHT

Round Spotlight Ø 125mm I Tilting Angle 90°, Rotatable 350° I Suitable for all 3-Phased Euro Tracks

Light Source	 :	 High performance Led chip
Lumen Output	 :	 2800 to 4500lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 25W – 42W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220-240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI Control	 :	 Optional
Weight	 :	 1.8kg

31151.000137

156

126

LED DIRECTIONAL TRACK SPOTLIGHT

Round Spotlight Ø 95mm I Tilting Angle 90°, Rotatable 350° I Suitable for all 3-Phased Euro Tracks

Light Source	 :	 High performance Led chip
Lumen Output	 :	 1100 – 2800lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 10W – 28W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI Control	 :	 Optional
Weight	 :	 0.96kg

31150.000102

130

108
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LED DIRECTIONAL TRACK SPOTLIGHT

Round Spotlight Ø 85mm I Tilting Angle 90°, Rotatable 350° I Suitable for all 3-Phased Euro Tracks

Light Source	 :	 High performance Led chip
Lumen Output	 :	 1100 – 2800lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 10W – 28W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/77˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI Control	 :	 Optional
Weight	 :	 0.85kg

31152.000

125 75

125
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Herren Globus Winterthur
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LED DIRECTIONAL RECESSED SPOTLIGHT

Round Ø 140mm I Tilting Angle 0°-25°, Rotatable 25°

Light Source	 :	 High performance Led chip
Lumen Output	 :	 1100 – 2800lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 10W – 28W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/77˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI Control	 :	 Optional
Weight	 :	 0.6kg

31154.000

100

140

130

LED DIRECTIONAL RECESSED SPOTLIGHT

Round Ø 155mm I Tilting Angle 0°-83°, Rotatable 350°

Light Source	 :	 High performance Led chip
Lumen Output	 :	 1100 – 2800lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 10W – 28W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI Control	 :	 Optional
Weight	 :	 0.65kg

31153.000

20
60

60

130

155

155



21

LED DOWNLIGHT

Round Ø 120mm

Light Source	 :	 High performance Led chip
Lumen Output	 :	 1100 – 2800lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 10W – 28W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/77˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI Control	 :	 Optional
Weight	 :	 0.5kg

31155.000

90

120

110

LED DIRECTIONAL RECESSED SPOTLIGHT

Round Ø 190mm I Tilting Angle 0°-83°, Rotatable 350°

Light Source	 :	 High performance Led chip
Lumen Output	 :	 2800 – 4500lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 25W – 42W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000 hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI Control	 :	 Optional
Weight	 :	 1.4kg

31156.000

20
120

120

180

190

190
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LED DIRECTIONAL RECESSED SPOTLIGHT

Square 192 x 192mm I Tilting Angle 0°-38°, Rotatable 38°

Light Source	 :	 High performance Led chip
Lumen Output	 :	 2800 – 4500lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 25W – 42W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI Control	 :	 Optional
Weight	 :	 1.3kg

31158.000

180 x 180

160

192

192

91
2

Optional Frames:

600 x 192 mm
546 x 180 mm

375 x 192 mm
364 x 180 mm

192 x 192 mm
180 x 180 mm

375 x 375 mm
364 x 364 mm

LED DIRECTIONAL RECESSED SPOTLIGHT

Round Ø 192mm I Tilting Angle 0°-38°, Rotatable 38°

Light Source	 :	 High performance Led chip
Lumen Output	 :	 2800 – 4500lm
Light Colour	 :	 2500K – 5000K
Power Consumption	 :	 25W – 42W
System Efficiency	 :	 88 – 105 lm/Watt
CRI	 :	 >80 – 95
Voltage	 :	 220 – 240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 75˚C)
Driver Unit	 :	 Custom designed LED electronic driver 
Housing	 :	 Die-cast aluminium with white powder coating (RAL 9016),     

RAL 9006 aluminium silver, RAL 9005 black
Reflector	 :	 High efficient miro aluminium material for 15˚/24˚/36˚/60˚ 

degree
Heat Sink	 :	 Die-cast aluminium
DALI Control	 :	 Optional
Weight	 :	 1.10kg

31157.000160

180

192
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LED LINEAR - HIGH LUMEN EFFICIENCY for SUPERMARKET DISPLAY SHELVES

Light Source	 :	 High performance linear Led chip
Lumen Output	 :	 4230lm / 5750lm / 7440lm
Light Colour	 :	 2700K / 3000K / 4000K
Power Consumption	 :	 34W / 50W / 74W
System Efficiency	 :	 100 – 125 lm/Watt
CRI	 :	 >90
Voltage	 :	 220-240V / 50/60Hz (other voltage upon request)
Lifetime	 :	 50,000hrs (L70 at Tc 70˚C)
Driver Unit	 :	 Custom designed LED electronic driver
Housing	 :	 White powder coating (RAL 9016), RAL 9006 aluminium silver
Reflector	 :	 High performance miro aluminium material with symmetrical 70° 

and 80° asymmetrical
DALI Control	 :	 Optional
Weight	 :	 3.6kg

31159.000

1620

1624

137

7,551 1
81

60
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LED MINI DOWNLIGHT with PIN HOLE and BLACK BAFFLE

Round, Ø 70mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output 	 :	 800lm; 1100lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W – 12W
System efficacy	 :	 79-100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 95°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 20
Optimum working
Temperature 	 :	 25°C 
Weight	 :	 0.23 kg 

31101.103	 (1100lm, 3000K)
31101.104	 (1100lm, 4000K)

LED MINI DOWNLIGHT with PIN HOLE and BLACK BAFFLE

Round, Ø 88mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W – 12W
System efficacy	 :	 79-100lm/W
CRI 	 :	 >95
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C
Weight	 :	 0.27 kg

31092.103	 (1100lm, 3000K)
31092.104	 (1100lm, 4000K)
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LED MINI DOWNLIGHT with PIN HOLE and BLACK BAFFLE

Round, Ø 88mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W – 12W
System efficacy	 :	 79-100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C
Weight	 :	 0.26 kg

31093.103	 (1100lm, 3000K)
31093.104	 (1100lm, 4000K)

LED MINI DIRECTIONAL DOWNLIGHT with OVAL HOLE and BLACK BAFFLE

Round, Ø 88mm l Tilting angle 0° - 20°, rotatable 0 - 350°

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W – 12W
System efficacy	 :	 79-100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65º 
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Tilting angle	 :	 20º
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 20
Optimum working 
Temperature	 :	 25°C 
Weight	 :	 0.31 kg 

31094.103	 (1100lm, 3000K)
31094.104	 (1100lm, 4000K)
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Manor Zürich
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LED MINI DOWNLIGHT with PIN SPOT and BLACK BAFFLE

Round, Ø 70mm 
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40º
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.39 kg

31136.002	 (375lm, 2700K)
31136.002	 (375lm, 3000K)

LED MINI DOWNLIGHT with GLASS LENS

Round, Ø 70mm

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40º
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable 
Ingress protection	 :	 IP 20
Weight	 :	 0.39 kg

31137.002	 (375lm, 2700K)
31137.003	 (375lm, 3000K)
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LED MINI DOWNLIGHT with PIN SPOT and BLACK BAFFLE

Round, Ø 88mm 

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40º
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.39 kg

31134.002	 (375lm, 2700K)
31134.003	 (375lm, 3000K)

LED MINI DOWNLIGHT with PIN SPOT and BLACK BAFFLE

Round, Ø 88mm

Ceiling rim	 : 	Die-cast aluminium with white powder coating (RAL9002)
Anti glare	 : 	Black louvre
Heat sink	 : 	Die-cast aluminium
Lamp holder	 : 	GU10
Power Consumption	 : 	8W
Lumen Output	 : 	450lm
Light colour	 : 	2700K-4000K
Lamp Life	 : 	40,000 hours
Beam Angle	 : 	25/40º
Supply Voltage	 : 	230 volts
Cable	 : 	400mm length multi-core cable
Ingress protection	 : 	 IP 20
Weight	 : 	0.39 kg

31135.002	 (450lm, 2700K)
31135.003	 (450lm, 3000K)
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LED MINI DOWNLIGHT with PIN HOLE

Round, Ø 98mm

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 8W
Lumen Output	 :	 450lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40º
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.34 kg

31116.002	 (450lm, 2700K)
31116.003	 (450lm, 3000K)

LED MINI DOWNLIGHT with PIN HOLE

Round, Ø 115mm

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40º
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.29 kg

31117.002	 (375lm, 2700K)
31117.003	 (375lm, 3000K)
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LED MINI DOWNLIGHT with PIN HOLE and BLACK BAFFLE

Round, Ø 98mm

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K, 3000K, 4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40˚
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.27 kg

31071.002	 (375lm, 2700K)
31071.003	 (375lm, 3000K)

LED DIRECTIONAL MINI DOWNLIGHT with OVAL HOLE and BLACK BAFFLE

Round, Ø 98mm l Tilting angle 20°, rotatable 350°

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Tilting angle	 :	 20°
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K, 3000K, 4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40°
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable 
Ingress protection	 :	 IP 20
Weight	 :	 0.28 kg

31076.002	 (375lm, 2700K)
31076.003	 (375lm, 3000K)
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LED MINI DOWNLIGHT with PIN HOLE and BLACK BAFFLE

Round, Ø 115mm

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K, 3000K, 4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40°
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.32 kg

31072.002	 (375lm, 2700K)
31072.003	 (375lm, 3000K)

LED MINI DIRECTIONAL and ROTATABLE DOWNLIGHT with OVAL HOLE and BLACK BAFFLE

Round, Ø 115mm l Tilting angle 20, rotatable 350°°

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Tilting angle	 :	 20°
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40º
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.29 kg

31077.002	 (375lm, 2700K)
31077.003	 (375lm, 3000K)
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LED MINI DIRECTIONAL and ROTATABLE DOWNLIGHT with OVAL HOLE

Round, Ø 113mm l Tilting angle 0° - 20°, rotatable 350°

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Tilting angle	 :	 20º
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40º
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable 
Ingress protection	 :	 IP 20
Weight	 :	 0.35 kg 

31126.002	 (375lm, 2700K)
31126.003	 (375lm, 3000K)
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LED DIRECTIONAL and ADJUSTABLE MINI DOWNLIGHT with OVAL HOLE

Round, Ø113 mm l Tilting angle 0° - 30°, rotatable 350°

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 800lm; 1100lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W
System efficacy	 :	 79-100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Tilting angle	 :	 30º
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C 
Weight	 :	 0.49 kg

31125.103	 (1100lm, 3000K)
31125.104	 (1100lm, 4000K)

LED MINI DOWNLIGHT with PIN HOLE and BLACK BAFFLE

Round, Ø 142mm

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K, 3000K, 4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40°
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.35 kg

31048.002	 (375lm, 2700K)
31048.003	 (375lm, 3000K)
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LED MINI DOWNLIGHT with PIN HOLE

Round, Ø 98mm

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40º
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.26 kg

31122.002	 (375lm, 2700K)
31122.003	 (375lm, 3000K)

LED MINI DOWNLIGHT with PIN HOLE

Round, Ø 115mm

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 8W
Lumen Output	 :	 450lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40°
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.35 kg

31118.002	 (450lm, 2700K)
31118.003	 (450lm, 3000K)
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LED DOWNLIGHT with PIN HOLE

Round, Ø 142mm

Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Heat sink	 :	 Die-cast aluminium
Lamp holder	 :	 GU10
Power Consumption	 :	 6W
Lumen Output	 :	 375lm
Light colour	 :	 2700K-4000K
Lamp Life	 :	 40,000 hours
Beam Angle	 :	 25/40º
Supply Voltage	 :	 230 volts
Cable	 :	 400mm length multi-core cable
Ingress protection	 :	 IP 20
Weight	 :	 0.35 kg

31119.002	 (375lm, 2700K)
31119.003	 (450lm, 3000K)

LED MINI DOWNLIGHT with GLASS LENS

Round, Ø 70mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output  	 :	 1100lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W
System efficacy	 :	 79-100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75 ˚C) 
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C 
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Diffuser	 :	 Wide angle glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 44
Optimum working 
Temperature	 :	 25°C 
Weight	 :	 0.22 kg 

31099.103	 (1100lm, 3000K)
31099.104	 (1100lm, 4000K)
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LED MINI DOWNLIGHT with HONEYCOMB LOUVRE

Round, Ø 70mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W
System efficacy	 :	 79-100lm/W
CRI 	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C 
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Diffuser	 :	 Wide angle glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working 
Temperature	 :	 25°C 
Weight	 :	 0.21 kg

31100.103	 (1100lm, 3000K)
31100.104	 (1100lm, 4000K)
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LED MINI DOWNLIGHT with PIN SPOT

Round, Ø 98mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm 
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W
System efficacy	 :	 79 - 100lm/W
CRI	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver 
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C 
Weight	 :	 0.23 kg

31144.103	 (1100lm, 3000K)
31144.104	 (1100lm, 4000K)

LED MINI DOWNLIGHT with PIN SPOT

Round, Ø 115mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm 
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W
System efficacy	 :	 79 - 100lm/W
CRI	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver 
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C 
Weight	 :	 0.23 kg

31145.103	 (1100lm, 3000K)
31145.104	 (1100lm, 4000K)

13

Ø102

98

Ø115 190 x 46

32

Ø130

11
0

Ø142 190 x 46

32

Project 1
24.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91001.003 + 10W LED 3000 K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91001.003 + 10W LED 3000 K Recessed Downlight
Lamps: 1 x 10W LED 3000 K

320

480

640

cd/klm 68%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1

Project 1
01.09.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91023.003 + 10W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91023.003 + 10W LED 3000K Recessed Downlight
Lamps: 1 x 10W LED 3000K

160

240

320

cd/klm 69%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1



4113

Ø102

98

Ø115 190 x 46

32

Ø130

11
0

Ø142 190 x 46

32

Project 1
24.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91001.003 + 10W LED 3000 K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91001.003 + 10W LED 3000 K Recessed Downlight
Lamps: 1 x 10W LED 3000 K

320

480

640

cd/klm 68%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1

Project 1
01.09.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91023.003 + 10W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91023.003 + 10W LED 3000K Recessed Downlight
Lamps: 1 x 10W LED 3000K

160

240

320

cd/klm 69%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1

1100lm

10W – 19W

97
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LED PINSPOT DOWNLIGHT with GLASS LENS

Round  Ø 98mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 : 	1100lm; 2000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10 - 24W
System efficacy	 :	 77- 100lm/W	
CRI	 :	 >95
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 Aluminium silver
Diffuser	 :	 Glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 44
Optimum working 	
Temperature	 :	 25°C 
Weight	 :  0.45kg 

31167.000.103	 (1100lm.3000k)
31167.000.203	 (2000lm.3000k)
31167.000.104	 (1100lm.4000k)
31167.000.204	 (2000lm.4000k)

LED PINSPOT DOWNLIGHT with GLASS LENS

Round  Ø 115mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 : 	1100lm; 2000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10 - 24W
System efficacy	 :	 77- 100lm/W	
CRI	 :	 >95
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 Aluminium silver
Diffuser	 :	 Glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 44
Optimum working 	
Temperature	 :	 25°C 
Weight	 :  0.45kg 

31168.000.103	 (1100lm.3000k)
31168.000.203	 (2000lm.3000k)
31168.000.104	 (1100lm.4000k)
31168.000.204	 (2000lm.4000k)



4314

14
8

Ø130

Ø142 190 x 46

32

Ø130

12
8

Ø142 190 x 46

32

Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91097.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91097.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K

400

600

800

cd/klm 64%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1

Project 1
24.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91002.103 + 14W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91002.103 + 14W LED 3000K Recessed Downlight
Lamps: 1 x 14W LED 3000K

320

480

cd/klm 65%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1

10W – 20W

97

High specular aluminium silver

31097.103	 (1100lm, 3000K)
31097.203	 (2000lm, 3000K)
31097.104	 (1100lm, 4000K)
31097.204	 (2000lm, 4000K)

75°C)

400mm length multi-core cable

10W – 20W

97

High specular aluminium silver

31002.103	 (1100lm, 3000K)
31002.203	 (2000lm, 3000K)
31002.104	 (1100lm, 4000K)
31002.204	 (2000lm, 4000K)

400mm length multi-core cable



44

LED MINI DOWNLIGHT with PIN SPOT

Round, Ø 142mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 800lm; 1100lm 
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 8-14W
System efficacy	 :	 79- 100lm/W
CRI	 :	 >90
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 70°C)
Driver unit	 :	 Philips Xitanium LED driver 
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Black louvre
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C 
Weight	 :	 0.23 kg

31146.103	 (1100lm, 3000K)
31146.104	 (1100lm, 4000K)

LED PINSPOT DOWNLIGHT with GLASS LENS

Round  Ø 142mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 : 	1100lm; 2000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10 - 24W
System efficacy	 :	 77- 100lm/W	
CRI	 :	 >95
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		   
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 Aluminium silver
Diffuser	 :	 Glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 44
Optimum working 	
Temperature	 :	 25°C 
Weight	 :  0.55 kg 

31169.000.103	 (1100lm.3000k)
31169.000.203	 (2000lm.3000k)
31169.000.104	 (1100lm.4000k)
31169.000.204	 (2000lm.4000k)
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LED APERTURE DOWNLIGHT with GLASS LENS

Round  Ø 98mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 : 	1100lm; 2000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10 - 24W
System efficacy	 :	 77- 100lm/W	
CRI	 :	 >95
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 Aluminium silver
Diffuser	 :	 Glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 44
Optimum working 	
Temperature	 :	 25°C 
Weight	 :  0.45 kg 

31164.000.103	 (1100lm.3000k)
31164.000.203	 (2000lm.3000k)
31164.000.104	 (1100lm.4000k)
31164.000.204	 (2000lm.4000k)

Manor Schönbühl
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LED APERTURE DOWNLIGHT with GLASS LENS

Round  Ø 142mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 : 	1100lm; 2000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10 - 24W
System efficacy	 :	 77- 100lm/W	
CRI	 :	 >95
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		   
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 Aluminium silver
Diffuser	 :	 Glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 44
Optimum working 	
Temperature	 :	 25°C 
Weight	 :  0.55 kg 

31166.000.103	 (1100lm.3000k)
31166.000.203	 (2000lm.3000k)
31166.000.104	 (1100lm.4000k)
31166.000.204	 (2000lm.4000k)

LED APERTURE DOWNLIGHT with GLASS LENS

Round  Ø 115mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 : 	1100lm; 2000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10 - 24W
System efficacy	 :	 77- 100lm/W	
CRI	 :	 >95
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		   
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 Aluminium silver
Diffuser	 :	 Glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 44
Optimum working 	
Temperature	 :	 25°C 
Weight	 :  0.45 kg 

31165.000.103	 (1100lm.3000k)
31165.000.203	 (2000lm.3000k)
31165.000.104	 (1100lm.4000k)
31165.000.204	 (2000lm.4000k)



47

LED APERTURE DOWNLIGHT with GLASS LENS

Round  Ø 180mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 : 	2000lm; 3000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 18 - 34W
System efficacy	 :	 77- 100lm/W	
CRI	 :	 >95
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		   
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 Aluminium silver
Diffuser	 :	 Glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 44
Optimum working 	
Temperature	 :	 25°C 
Weight	 :  1.1kg 

31170.000.203	 (2000lm.3000k)
31170.000.303	 (3000lm.3000k)
31170.000.204	 (2000lm.4000k)
31170.000.304	 (3000lm.4000k)

LED PINHOLE DOWNLIGHT with GLASS LENS

Round  Ø 180mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 : 	2000lm; 3000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 18 - 34W
System efficacy	 :	 77- 100lm/W	
CRI	 :	 >95
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		   
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 Aluminium silver
Diffuser	 :	 Glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional 
Ingress protection	 :	 IP 44
Optimum working 	
Temperature	 :	 25°C 
Weight	 :  1.1kg 

31171.000.203	 (2000lm.3000k)
31171.000.303	 (3000lm.3000k)
31171.000.204	 (2000lm.4000k)
31171.000.304	 (3000lm.4000k)
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Vega Licht 91073.203 + 24W LED 3000K (IP) Adjustable Recessed Downlight / LDC 
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Luminaire: Vega Licht 91073.203 + 24W LED 3000K (IP) Adjustable Recessed Downlight
Lamps: 1 x 24W LED 3000K
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97

31109.203	 (2000lm, 3000K) DL
31109.303	 (3000lm, 3000K) DL
31109.204	 (2000lm, 4000K) DL
31109.304	 (3000lm, 4000K) DL

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable

Round  Ø 171mm
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Vega Licht 91024.103 + 12W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91024.103 + 12W LED 3000K Recessed Downlight
Lamps: 1 x 12W LED 3000K
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Vega Licht 91040.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91040.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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11W – 21W

95

High specular aluminium silver

31024.103	 (1100lm, 3000K) DL
31024.203	 (2000lm, 3000K) DL
31024.104	 (1100lm, 4000K) DL
31024.204	 (2000lm, 4000K) DL

75°C)

High performance Philips Fortimo DLM LED light module

400mm length multi-core cable

19W – 26W

97

High specular aluminium silver

31040.203	 (2000lm, 3000K) DL
31040.303	 (3000lm, 3000K) DL
31040.204	 (2000lm, 4000K) DL
31040.304	 (3000lm, 4000K) DL

400mm length multi-core cable
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Vega Licht 91073.203 + 24W LED 3000K (IP) Adjustable Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91073.203 + 24W LED 3000K (IP) Adjustable Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Herren Globus St. Gallen
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Vega Licht 91040.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91040.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91025.203 + 23W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91025.203 + 23W LED 3000K Recessed Downlight
Lamps: 1 x 23W LED 3000K
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19W – 32W

80

High specular aluminium silver

31007.203	 (2000lm, 3000K)
31007.303	 (3000lm, 3000K) 
31007.204	 (2000lm, 4000K) 
31007.304	 (3000lm, 4000K) 

75°C)

High performance Philips Fortimo DLM LED light module

95 – 105lm/W

400mm length multi-core cable

19W – 32W

80

 High specular aluminium silver

31025.203	 (2000lm, 3000K,) DL
31025.303	 (3000lm, 3000K) DL
31025.204	 (2000lm, 4000K) DL
31025.304	 (3000lm, 4000K) DL

75°C)

High performance Philips Fortimo DLM LED light module

95 – 105lm/W

400mm length multi-core cable
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Vega Licht 91035.304 + 36W LED 4000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91035.304 + 36W LED 4000K Recessed Downlight
Lamps: 1 x 36W LED 4000K
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Vega Licht 91035.304 + 36W LED 4000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91035.304 + 36W LED 4000K Recessed Downlight
Lamps: 1 x 36W LED 4000K
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19W – 32W

97

 High specular aluminium silver

31035.203	 (2000lm, 3000K) 
31035.303	 (3000lm, 3000K) 
31035.204	 (2000lm, 4000K) 
31035.304	 (3000lm, 4000K) 

75°C)

400mm length multi-core cable
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Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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10W – 32W

97

High specular aluminium silver

31068.103	 (1100lm, 3000K)
31068.203	 (2000lm, 3000K)
31068.303	 (3000lm, 4000K)
31068.104	 (1100lm, 4000K)
31068.204	 (2000lm, 4000K)
31068.304	 (3000lm, 4000K)

75°C)

400mm length multi-core cable

10W – 32W

97

400mm

High specular aluminium silver

31026.103	 (1100lm, 3000K) DL
31026.203	 (2000lm, 3000K) DL
31026.303	 (3000lm, 3000K) Dl
31026.104	 (1100lm, 4000K) DL
31026.204	 (2000lm, 4000K) DL
31026.304	 (3000lm, 4000K) DL

400mm length multi-core cable
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Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Marina Bay Sand, Singapore
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Vega Licht 91025.203 + 23W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91025.203 + 23W LED 3000K Recessed Downlight
Lamps: 1 x 23W LED 3000K
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31110.203	 (2000lm, 3000K) Dl
31110.303	 (3000lm, 3000K) DL
31110.204	 (2000lm, 4000K) DL
31110.304	 (3000lm, 4000K) DL

19 – 32W

High specular aluminium silver

High performance Philips Fortimo DLM LED light module

400mm length multi-core cable

Square,  172 x 172mm  I  Suitable for modular square frame mounting 
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Vega Licht 91020.103 + 14W LED 3000K Washer Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91020.103 + 14W LED 3000K Washer Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Luminaire: Vega Licht 91018.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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97

High specular aluminium silver

31020.103	 (1100lm, 3000K)
31020.104	 (1100lm, 4000K)

75°C)

1100lm

:  IP 20

:  0.44 kg

400mm length multi-core cable

142mm

97

High specular aluminium silver

31018.103	 (1100lm, 3000K)
31018.203	 (2000lm, 3000K)
31018.104	 (1100lm, 4000K)
31018.204	 (2000lm, 4000K)

75°C)

10 – 19W

:  IP 20

:  0.73 kg

400mm length multi-core cable
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Vega Licht 91039.103 + 14W LED 3000K Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91039.103 + 14W LED 3000K Lens Washer Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Vega Licht 91017.203 + 24W LED 3000K Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91017.203 + 24W LED 3000K Lens Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91020.103 + 14W LED 3000K Washer Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91020.103 + 14W LED 3000K Washer Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Vega Licht 91018.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91018.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91039.103 + 14W LED 3000K Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91039.103 + 14W LED 3000K Lens Washer Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Operator
Telephone
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e-Mail

Vega Licht 91017.203 + 24W LED 3000K Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91017.203 + 24W LED 3000K Lens Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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C0 - C180 C90 - C270
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95

High specular aluminium silver

31017.203	 (2000lm, 3000K)
31017.303	 (3000lm, 3000K)
31017.204	 (2000lm, 4000K)
31017.304	 (3000lm, 4000K)

19 – 32W

:  IP 20

:  1.32 kg

400mm length multi-core cable

97

High specular aluminium silver

31039.103	 (1100lm, 3000K)
31039.203	 (2000lm, 3000K)
31039.104	 (1100lm, 4000K)
31039.204	 (2000lm, 4000K)

75°C)

10 – 20W

:  IP 20

:  0.66 kg

400mm length multi-core cable
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Vega Licht 91003.103 + 14W LED 3000K Single Wash Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91003.103 + 14W LED 3000K Single Wash Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Vega Licht 91095.203 + 24W LED 3000K Single Wash-Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91095.203 + 24W LED 3000K Single Wash-Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91067.103 + 12W LED 3000K Single Wash-Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91067.103 + 12W LED 3000K Single Wash-Recessed Downlight
Lamps: 1 x 12W LED 3000K
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Operator
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e-Mail

Vega Licht 91008.203 + 24W LED 3000K Single Wash Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91008.203 + 24W LED 3000K Single Wash Recessed Downlight
Lamps: 1 x 24W LED 3000K
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10W – 20W

97

400mm

 High specular aluminium silver

31095.103	 (1100lm, 3000K)
31095.203	 (2000lm, 3000K)
31095.104	 (1100lm, 4000K)
31095.204	 (2000lm, 4000K)

75°C)

400mm length multi-core cable

19W – 32W

80

400mm

High specular aluminium silver

31067.103	 (1100lm, 3000K) DL
31067.203	 (2000lm, 3000K) DL
31067.303	 (3000lm, 3000K) DL
31067.104	 (1100lm, 4000K) DL
31067.204	 (2000lm, 4000K) DL
31067.304	 (3000lm, 4000K) DL

75°C)

High performance Philips Fortimo DLM LED light module

95 – 105lm/W

400mm length multi-core cable
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Vega Licht 91019.203 + 24W LED 3000K Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91019.203 + 24W LED 3000K Lens Washer Recessed Downlight
Lamps: 1 x 
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e-Mail

Vega Licht 91015.203 + 24W LED 3000K Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91015.203 + 24W LED 3000K Lens Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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:  IP 20

:  1.20 kg

95

400mm

High specular aluminium silver

31015.203	 (2000lm, 3000K)
31015.303	 (3000lm, 3000K)
31015.204	 (2000lm, 4000K)
31015.304	 (3000lm, 4000K)

21 – 32W

400mm length multi-core cable

95

400mm

High specular aluminium silver

31019.203	 (2000lm, 3000K) DL
31019.303	 (3000lm, 3000K) DL
31019.204	 (2000lm, 4000K) DL
31019.304	 (3000lm, 4000K) DL

75°C)

21 – 32W

:  IP 20

:  1.55 kg

400mm length multi-core cable
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Globus Zürich
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e-Mail

Vega Licht 91079.103 + 14W LED 3000K Adjustable-Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91079.103 + 14W LED 3000K Adjustable-Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Project 1
01.09.2012

Operator
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Vega Licht 91050.203 + 24W LED 3000K Adjustable Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91050.203 + 24W LED 3000K Adjustable Recessed Downlight
Lamps: 1 x 24W LED 3000K
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:  IP 20

:  0.68 kg

95

 High specular aluminium silver

31050.103	 (1100lm, 3000K)
31050.203	 (2000lm, 3000K)
31050.104	 (1100lm, 4000K)
31050.204	 (2000lm, 4000K)

10 – 19W

400mm length multi-core cable

:  IP 20

:  0.45 kg

95

 High specular aluminium silver

31079.103	 (1100lm)
31079.104	 (1100lm)

75°C)

1100lm

10W

400mm length multi-core cable
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Vega Licht 91064.203 + 24W LED 3000K Adjustable Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91064.203 + 24W LED 3000K Adjustable Recessed Downlight
Lamps: 1 x 24W LED 3000K
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e-Mail

Vega Licht 91064.203 + 24W LED 3000K Adjustable Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91064.203 + 24W LED 3000K Adjustable Recessed Downlight
Lamps: 1 x 24W LED 3000K
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95

400mm

 High specular aluminium silver

31064.203	 (2000lm, 3000K)
31064.303	 (3000lm, 3000K)
31064.204	 (2000lm, 4000K)
31064.304	 (3000lm, 4000K)

75°C)

19 – 32W

:  IP 20

:  1.27 kg

400mm length multi-core cable

95

400mm

 High specular aluminium silver

31065.203	 (2000lm, 3000K) DL
31065.303	 (3000lm, 3000K) DL
31065.204	 (2000lm, 4000K) DL
31065.304	 (3000lm, 4000K) DL

19 – 32W

:  IP 20

400mm length multi-core cable
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Vega Licht 91064.203 + 24W LED 3000K Adjustable Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91064.203 + 24W LED 3000K Adjustable Recessed Downlight
Lamps: 1 x 24W LED 3000K

200

300

400

cd/klm 59%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1

Project 1
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Vega Licht 91064.203 + 24W LED 3000K Adjustable Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91064.203 + 24W LED 3000K Adjustable Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91016.203 + 24W LED 3000K Adustable Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91016.203 + 24W LED 3000K Adustable Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91016.203 + 24W LED 3000K Adustable Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91016.203 + 24W LED 3000K Adustable Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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95

400mm

 High specular aluminium silver

31016.203	 (2000lm, 3000K)
31016.303	 (3000lm, 3000K
31016.204	 (2000lm, 4000K)
31016.304	 (3000lm, 4000K)

19 – 32W

:  IP 20

75°C)

400mm length multi-core cable
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Vega Licht 91086.103 + 14W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91086.103 + 14W LED 3000K Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Project 1
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Operator
Telephone
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e-Mail

Vega Licht 91032.103 + 14W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91032.103 + 14W LED 3000K Recessed Downlight
Lamps: 1 x 14W LED 3000K
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95

31086.103	 (1100lm, 3000K)
31086.104	 (1100lm, 4000K)

75°C)

1100lm

10W

400mm length multi-core cable

Square,  111 x 111mm Square,  111 x 111mm
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Vega Licht 91086.103 + 14W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91086.103 + 14W LED 3000K Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Fax
e-Mail

Vega Licht 91032.103 + 14W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91032.103 + 14W LED 3000K Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Vega Licht 91022.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91022.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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95

31032.103	 (1100lm, 3000K)
31032.203	 (2000lm, 3000K)
31032.104	 (1100lm, 4000K)
31032.204	 (2000lm, 4000K)

10 – 19W

75°C)

400mm length multi-core cable

95

31027.203	 (2000lm, 3000K)
31027.303	 (3000lm, 3000K)
31027.204	 (2000lm, 4000K)
31027.304	 (3000lm, 4000K)

19 – 32W

75°C)

400mm length multi-core cable

Square,  175 x 175mm

Square,  140 x 140mm
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Vega Licht 91022.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91022.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91036.203 + 24W LED 3000K Trimless Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91036.203 + 24W LED 3000K Trimless Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Operator
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Vega Licht 91084.203 + 24W LED 3000K Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91084.203 + 24W LED 3000K Lens Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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95

31084.203	 (2000lm, 3000K)
31084.303	 (3000lm, 3000K)
31084.204	 (2000lm, 4000K)
31084.304	 (3000lm, 4000K)

19 – 32W

75°C)

400mm length multi-core cable
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Vega Licht 91087.103 + 14W LED 3000K Trimless Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91087.103 + 14W LED 3000K Trimless Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Vega Licht 91033.103 + 14W LED 3000K Trimless Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91033.103 + 14W LED 3000K Trimless Recessed Downlight
Lamps: 1 x 14W LED 3000K
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1100lm

95

31087.103	 (1100lm, 3000K)
31087.104	 (1100lm, 4000K)

10W

75°C)

400mm length multi-core cable

Square,  175 x 175mm  I  Tilting angle 18°

Square,  101 x 101mm
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Vega Licht 91033.103 + 14W LED 3000K Trimless Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91033.103 + 14W LED 3000K Trimless Recessed Downlight
Lamps: 1 x 14W LED 3000K
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31033.103	 (1100lm, 3000K)
31033.203	 (2000lm, 3000K)
31033.104	 (1100lm, 4000K)
31033.204	 (2000lm, 4000K)

10 – 19W

75°C)

400mm length multi-core cable
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Vega Licht 91036.203 + 24W LED 3000K Trimless Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91036.203 + 24W LED 3000K Trimless Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91084.203 + 24W LED 3000K Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91084.203 + 24W LED 3000K Lens Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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31028.203	 (2000lm, 3000K)
31028.303	 (3000lm, 3000K)
31028.204	 (2000lm, 4000K)
31028.304	 (3000lm, 4000K)

19 – 32W

75°C)

400mm length multi-core cable

Square,  165 x 165mm

Square,  130 x 130mm
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Luminaire: Vega Licht 91087.103 + 14W LED 3000K Trimless Recessed Downlight
Lamps: 1 x 14W LED 3000K

200

300

400

600

cd/klm 64%
C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1

Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91033.103 + 14W LED 3000K Trimless Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91033.103 + 14W LED 3000K Trimless Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Vega Licht 91036.203 + 24W LED 3000K Trimless Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91036.203 + 24W LED 3000K Trimless Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91084.203 + 24W LED 3000K Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91084.203 + 24W LED 3000K Lens Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Vega Licht 91085.203 + 24W LED 3000K Lens Washer Recessed Downlight Trimless / 
LDC (Polar)

Luminaire: Vega Licht 91085.203 + 24W LED 3000K Lens Washer Recessed Downlight Trimless
Lamps: 1 x 24W LED 3000K
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Vega Licht 91009.003 + 10W LED 3000K Surface Mounted Downlight / LDC (Polar)

Luminaire: Vega Licht 91009.003 + 10W LED 3000K Surface Mounted Downlight
Lamps: 1 x 10W LED 3000K
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95

31085.203	 (2000lm, 3000K)
31085.303	 (3000lm, 3000K)
31085.204	 (2000lm, 4000K)
31085.304	 (3000lm, 4000K)

19 – 32W

75°C)

400mm length multi-core cable

LED TRIMLESS DOWNLIGHT with LENS

Round, Ø 101mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm
Light colour	 :	 Warm white, 3000K; Natural white, 4000K
Power consumption	 :	 10W – 19W
System efficacy	 :	 79 – 100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V / 50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Wide angle frosted glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C
Weight	 :	 0.45 kg

31143.103	 (1100lm, 3000K)
31143.104	 (1100lm, 4000K)

Square,  165 x 165mm  I  Tilting angle 12°
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LED TRIMLESS DOWNLIGHT with LENS

Round, Ø 130mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm; 2000lm
Light colour	 :	 Warm white, 3000K; Natural white, 4000K
Power consumption	 :	 10W – 19W
System efficacy	 :	 79 – 100lm/W	
CRI	 :	 >95
Voltage	 :	 220-240V / 50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Wide angle frosted glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C
Weight	 :	 0.82 kg

31142.103	 (1100lm, 3000K)
31142.203	 (2000lm, 3000K)
31142.104	 (1100lm, 4000K)
31142.204	 (2000lm, 4000K)

LED TRIMLESS DOWNLIGHT with LENS

Round, Ø 167mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 2000lm; 3000lm
Light colour	 :	 Warm white, 3000K; Natural white, 4000K
Power consumption	 :	 19W – 32W
System efficacy	 :	 95 – 105lm/W	
CRI	 :	 >80
Voltage	 :	 220-240V / 50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Wide angle frosted glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C
Weight	 :	 1.22 kg

31141.203	 (2000lm, 3000K)
31141.303	 (3000lm, 3000K)
31141.204	 (2000lm, 4000K)
31141.304	 (3000lm, 4000K)
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LED TRIMLESS DOWNLIGHT with LENS

Round, Ø 208mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 2000lm; 3000lm
Light colour	 :	 Warm white, 3000K; Natural white, 4000K
Power consumption	 :	 19W – 26W
System efficacy	 :	 77 – 100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V / 50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Die-cast aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver
Anti glare	 :	 Wide angle frosted glass silver
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C
Weight	 :	 1.29 kg

31163.203	 (2000lm, 3000K)
31163.303	 (3000lm, 3000K)
31163.204	 (2000lm, 4000K)
31163.304	 (3000lm, 4000K)
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Vega Licht 91085.203 + 24W LED 3000K Lens Washer Recessed Downlight Trimless / 
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Luminaire: Vega Licht 91085.203 + 24W LED 3000K Lens Washer Recessed Downlight Trimless
Lamps: 1 x 24W LED 3000K
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Vega Licht 91009.003 + 10W LED 3000K Surface Mounted Downlight / LDC (Polar)

Luminaire: Vega Licht 91009.003 + 10W LED 3000K Surface Mounted Downlight
Lamps: 1 x 10W LED 3000K
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1100lm

95

31009.103	 (1100lm, 3000K)
31009.104	 (1100lm, 4000K)

10W

75°C)

High specular aluminium silver

400mm length multi-core cable

IP 55
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31010.103	 (1100lm, 3000K)
31010.203	 (2000lm, 3000K)
31010.104	 (1100lm, 4000K)
31010.204	 (2000lm, 4000K)

10 – 19W

75°C)

High specular aluminium silver

400mm length multi-core cable

95

31012.203	 (2000lm, 3000K)
31012.203	 (2000lm, 3000K)
31012.204	 (2000lm, 4000K)
31012.204	 (2000lm, 4000K)

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable

36

14
5

171

170 190 x 46

32

20
0

Ø125

Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91085.203 + 24W LED 3000K Lens Washer Recessed Downlight Trimless / 
LDC (Polar)

Luminaire: Vega Licht 91085.203 + 24W LED 3000K Lens Washer Recessed Downlight Trimless
Lamps: 1 x 24W LED 3000K
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Vega Licht 91009.003 + 10W LED 3000K Surface Mounted Downlight / LDC (Polar)

Luminaire: Vega Licht 91009.003 + 10W LED 3000K Surface Mounted Downlight
Lamps: 1 x 10W LED 3000K
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Vega Licht 91011.103 + 14W LED 3000K Surface Mounted Downlight Lens Wall 
Washer / LDC (Polar)

Luminaire: Vega Licht 91011.103 + 14W LED 3000K Surface Mounted Downlight Lens Wall Washer
Lamps: 1 x 14W LED 3000K
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Vega Licht 91013.203 + 24W LED 3000K Surface Mounted Downlight Lens Wall 
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Luminaire: Vega Licht 91013.203 + 24W LED 3000K Surface Mounted Downlight Lens Wall Washer
Lamps: 1 x 24W LED 3000K
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31011.103	 (1100lm, 3000K)
31011.203	 (2000lm, 3000K)
31011.104	 (1100lm, 4000K)
31011.204	 (2000lm, 4000K)

10 – 19W

75°C)

High specular aluminium silver

95

31013.203	 (2000lm, 3000K)
31013.203	 (2000lm, 3000K)
31013.204	 (2000lm, 4000K)
31013.204	 (2000lm, 4000K)

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable

400mm length multi-core cable
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Vega Licht 91011.103 + 14W LED 3000K Surface Mounted Downlight Lens Wall 
Washer / LDC (Polar)

Luminaire: Vega Licht 91011.103 + 14W LED 3000K Surface Mounted Downlight Lens Wall Washer
Lamps: 1 x 14W LED 3000K
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Lamps: 1 x 24W LED 3000K
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LED SURFACE-MOUNTED DOWNLIGHT with LENS

Round, Ø 130mm H-220mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 10W
System efficacy	 :	 79-100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Housing	 :	 Aluminium with grey aluminium powder coating (RAL9007)
		  Other colours upon request
Reflector	 :	 High specular aluminium silver
Diffuser	 :	 Wide angle glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C 
Weight	 :	 2.6 kg 

31130.103	 (1100lm, 3000K)
31130.104	 (1100lm, 4000K)

LED SURFACE-MOUNTED DOWNLIGHT with LENS

Round, Ø 166mm H-300mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 1100lm; 2000lm
Light colour	 :	  Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 11-23W
System efficacy	 :	 79 - 100lm/W	
CRI	 :	 >90
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 70°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C 
Housing	 :	 Aluminium with grey aluminium powder coating (RAL9007)
		  Other colours upon request.
Reflector	 :	 High specular aluminium silver
Diffuser	 :	 Wide angle glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable 
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C 
Weight	 :	 3.3 kg

31131.103	 (1100lm, 3000K)
31131.203	 (2000lm, 3000K)
31131.104	 (1100lm, 4000K)
31131.204	 (2000lm, 4000K)
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LED SURFACE-MOUNTED DOWNLIGHT with LENS

Round, Ø 207mm H-330. 

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output 	 :	 2000lm; 3000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 20 -39W
System efficacy	 :	 79 - 100lm/W	
CRI 	 :	 >90
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 70°C) 
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Housing	 :	 Aluminium with grey aluminium powder coating (RAL9007)
Reflector	 :	 High specular aluminium silver
Diffuser	 :	 Wide angle glass lens
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 20
Optimum working
Temperature	 :	 25°C 
Weight	 :	 5.2 kg

31132.203	 (2000lm, 3000K)
31132.203	 (3000lm, 3000K)
31132.304	 (2000lm, 4000K)
31132.304	 (3000lm, 4000K)
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LED MINI DOWNLIGHT with GLASS LENS

294 X 208mm

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 2000lm/3000lm; 3000lm
Light colour	 :	 Warm light, 3000K; Natural white, 4000K
Power consumption	 :	 19-32W
System efficacy	 :	 79-100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V/50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C) 
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Ceiling rim	 :	 Aluminium with white powder coating (RAL9002)
Reflector	 :	 High specular aluminium silver, 15/24/45/77 deg
Diffuser	 :	 Clear glass lens
Heat sink	 :	 Aluminium alloy with high heat conductance
DALI control	 :	 Optional
Ingress protection	 :	 IP 55
Optimum working
Temperature	 :	 25°C
Weight	 :	 1.45 kg

31133.203	 (2000lm, 3000K)
31133.303	 (3000lm, 3000K)
31133.204	 (2000lm, 4000K)
31133.304	 (3000lm, 4000K)
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Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91057.003 + 10W LED 3000 K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91057.003 + 10W LED 3000 K (IP) Recessed Downlight
Lamps: 1 x 10W LED 3000 K
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cd/klm 68%
C0 - C180 C90 - C270
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95

31056.103	 (1100lm, 3000K)
31056.104	 (1100lm, 4000K)

10W

75°C)

High specular aluminium silver

1100lm

400mm length multi-core cable

95

10W

75°C)

High specular aluminium silver

1100lm

31057.003	 (800lm, 3000K)
31057.103	 (1100lm, 3000K)
31057.004	 (800lm, 4000K)
31057.104	 (1100lm, 4000K)

400mm length multi-core cable



83

Globus Zürich
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Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91058.103 + 14W LED 3000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91058.103 + 14W LED 3000K (IP) Recessed Downlight
Lamps: 1 x 14W LED 3000K

320

480

cd/klm 65%
C0 - C180 C90 - C270
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Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91098.203 + 24W LED 3000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91098.203 + 24W LED 3000K (IP) Recessed Downlight
Lamps: 1 x 24W LED 3000K
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cd/klm 64%
C0 - C180 C90 - C270
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97

31098.103	 (1100lm, 3000K)
31098.203	 (2000lm, 3000K)
31098.104	 (1100lm, 4000K)
31098.204	 (2000lm, 4000K)

10 – 19W

75°C)

High specular aluminium silver

400mm length multi-core cable

97

31058.103	 (1100lm, 3000K)
31058.203	 (2000lm, 3000K)
31058.104	 (1100lm, 4000K)
31058.204	 (2000lm, 4000K)

10 – 19W

75°C)

High specular aluminium silver

400mm length multi-core cable
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Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91062.203 + 24W LED 3000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91062.203 + 24W LED 3000K (IP) Recessed Downlight
Lamps: 1 x 24W LED 3000K
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C0 - C180 C90 - C270
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Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91061.103 + 12W LED 3000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91061.103 + 12W LED 3000K (IP) Recessed Downlight
Lamps: 1 x 12W LED 3000K
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C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1



8542

16
6

Ø161

Ø176 190 x 46

32

13
0

Ø161

Ø176 190 x 46

32

Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91062.203 + 24W LED 3000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91062.203 + 24W LED 3000K (IP) Recessed Downlight
Lamps: 1 x 24W LED 3000K
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cd/klm 53%
C0 - C180 C90 - C270
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Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91061.103 + 12W LED 3000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91061.103 + 12W LED 3000K (IP) Recessed Downlight
Lamps: 1 x 12W LED 3000K
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cd/klm 71%
C0 - C180 C90 - C270
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45°

30° 15° 0°
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97

31062.103	 (1100lm, 3000K) DL
31062.203	 (2000lm, 3000K) DL
31062.303	 (3000lm, 3000K) DL
31062.104	 (1100lm, 4000K) DL
31062.204	 (2000lm, 4000K) DL
31062.304	 (3000lm, 4000K) DL

10 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable

97

31061.103	 (1100lm, 3000K) DL
31061.203	 (2000lm, 3000K) DL
31061.104	 (1100lm, 4000K) DL
31061.204	 (2000lm, 4000K) DL

10 – 19W

75°C)

High specular aluminium silver

400mm length multi-core cable
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Project 1
24.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91026.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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cd/klm 53%
C0 - C180 C90 - C270
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Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91069.203 + 24W LED 3000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91069.203 + 24W LED 3000K (IP) Recessed Downlight
Lamps: 1 x 24W LED 3000K

320

480

cd/klm 71%
C0 - C180 C90 - C270
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97

31049.103	 (1100lm, 3000K)
31049.203	 (2000lm, 3000K)
31049.303	 (3000lm, 3000K)
31049.104	 (1100lm, 4000K)
31049.204	 (2000lm, 4000K)
31049.304	 (3000lm, 4000K)

10 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable

97

31069.203	 (2000lm, 3000K)
31069.303	 (3000lm, 3000K)
31069.204	 (2000lm, 4000K)
31069.304	 (3000lm, 4000K)

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable
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Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91040.203 + 24W LED 3000K Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91040.203 + 24W LED 3000K Recessed Downlight
Lamps: 1 x 24W LED 3000K
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C0 - C180 C90 - C270
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Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91060.203 + 23W LED 3000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91060.203 + 23W LED 3000K (IP) Recessed Downlight
Lamps: 1 x 23W LED 3000K
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cd/klm 73%
C0 - C180 C90 - C270
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97

31066.203	 (2000lm, 3000K) DL
31066.303	 (3000lm, 3000K) DL
31066.204	 (2000lm, 4000K) DL
31066.304	 (3000lm, 4000K) DL

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable

97

31060.203	 (2000lm, 3000K) DL
31060.303	 (3000lm, 3000K) DL
31060.204	 (2000lm, 4000K) DL
31060.304	 (3000lm, 4000K) DL  

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable



88

Karstadt München Oberpollinger



89
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Project 1
01.09.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91037.304 + 36W LED 4000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91037.304 + 36W LED 4000K (IP) Recessed Downlight
Lamps: 1 x 36W LED 4000K
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97

31037.203	 (2000lm, 3000K)
31037.303	 (3000lm, 3000K)
31037.204	 (2000lm, 4000K)
31037.304	 (3000lm, 4000K)

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable
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Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91059.103 + 14W LED 3000K (IP) Single Wash Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91059.103 + 14W LED 3000K (IP) Single Wash Recessed Downlight
Lamps: 1 x 14W LED 3000K

320

480

cd/klm 61%
C0 - C180 C90 - C270
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Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91096.203 + 24W LED 3000K (IP) Single Wash-Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91096.203 + 24W LED 3000K (IP) Single Wash-Recessed Downlight
Lamps: 1 x 24W LED 3000K
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Project 1
01.09.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91037.304 + 36W LED 4000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91037.304 + 36W LED 4000K (IP) Recessed Downlight
Lamps: 1 x 36W LED 4000K
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cd/klm 82%
C0 - C180 C90 - C270
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Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91059.103 + 14W LED 3000K (IP) Single Wash Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91059.103 + 14W LED 3000K (IP) Single Wash Recessed Downlight
Lamps: 1 x 14W LED 3000K

320

480

cd/klm 61%
C0 - C180 C90 - C270
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Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91096.203 + 24W LED 3000K (IP) Single Wash-Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91096.203 + 24W LED 3000K (IP) Single Wash-Recessed Downlight
Lamps: 1 x 24W LED 3000K
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C0 - C180 C90 - C270
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Project 1
26.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91067.103 + 12W LED 3000K Single Wash-Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91067.103 + 12W LED 3000K Single Wash-Recessed Downlight
Lamps: 1 x 12W LED 3000K
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cd/klm 54%
C0 - C180 C90 - C270
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Project 1
24.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91008.203 + 24W LED 3000K Single Wash Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91008.203 + 24W LED 3000K Single Wash Recessed Downlight
Lamps: 1 x 24W LED 3000K
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cd/klm 68%
C0 - C180 C90 - C270
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31096.103	 (1100lm, 3000K)
31096.203	 (2000lm, 3000K)
31096.104	 (1100lm, 4000K)
31096.204	 (2000lm, 4000K)

10 – 19W

High specular aluminium silver

400mm length multi-core cable

97

31075.103	 (1100lm, 3000K) DL
31075.203	 (2000lm, 3000K) DL
31075.303	 (3000lm, 3000K) DL
31075.104	 (1100lm, 4000K) DL
31075.204	 (2000lm, 4000K) DL
31075.304	 (3000lm, 4000K) DL

10 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable
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25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91042.103 + 14W LED 3000K (IP) Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91042.103 + 14W LED 3000K (IP) Lens Washer Recessed Downlight
Lamps: 1 x 14W LED 3000K
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C0 - C180 C90 - C270
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Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91046.203 + 24W LED 3000K (IP) Recessed Downlight / LDC (Polar)

Luminaire: Vega Licht 91046.203 + 24W LED 3000K (IP) Recessed Downlight
Lamps: 1 x 24W LED 3000K
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97

31042.103	 (1100lm, 3000K)
31042.203	 (2000lm, 3000K)
31042.104	 (1100lm, 4000K)
31042.204	 (2000lm, 4000K)

10 – 19W

75°C)

High specular aluminium silver

400mm length multi-core cable

97

31046.103	 (1100lm, 3000K)
31046.203	 (2000lm, 3000K)
31046.104	 (1100lm, 4000K)
31046.204	 (2000lm, 4000K)

10 – 19W

High specular aluminium silver

400mm length multi-core cable
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Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91047.203 + 24W LED 3000K (IP) Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91047.203 + 24W LED 3000K (IP) Lens Washer Recessed Downlight
Lamps: 1 x 
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Project 1
25.08.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91045.203 + 24W LED 3000K (IP) Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91045.203 + 24W LED 3000K (IP) Lens Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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C0 - C180 C90 - C270

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

    

Page 1

97

31047.203	 (2000lm, 3000K) DL
31047.303	 (3000lm, 3000K) DL
31047.204	 (2000lm, 4000K) DL
31047.304	 (3000lm, 4000K) DL

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable

97

19 – 32W

75°C)

High specular aluminium silver

31045.203	 (2000lm, 3000K
31045.303	 (3000lm, 3000K)
31045.204	 (2000lm, 4000K)
31045.304	 (3000lm, 4000K)

400mm length multi-core cable
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Telephone
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e-Mail

Vega Licht 91043.203 + 24W LED 3000K (IP) Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91043.203 + 24W LED 3000K (IP) Lens Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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C0 - C180 C90 - C270
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Karstadt KaDeWe Berlin

97

31043.203	 (2000lm, 3000K)
31043.303	 (3000lm, 3000K)
31043.204	 (2000lm, 4000K)
31043.304	 (3000lm, 4000K)

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable
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Project 1
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Operator
Telephone

Fax
e-Mail

Vega Licht 91043.203 + 24W LED 3000K (IP) Lens Washer Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91043.203 + 24W LED 3000K (IP) Lens Washer Recessed Downlight
Lamps: 1 x 24W LED 3000K
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C0 - C180 C90 - C270
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Operator
Telephone

Fax
e-Mail

Vega Licht 91079.103 + 14W LED 3000K Adjustable-Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91079.103 + 14W LED 3000K Adjustable-Recessed Downlight
Lamps: 1 x 14W LED 3000K
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Project 1
01.09.2012

Operator
Telephone

Fax
e-Mail

Vega Licht 91051.104 + 12W LED 4000K (IP) Adjustable Recessed Downlight / LDC 
(Polar)

Luminaire: Vega Licht 91051.104 + 12W LED 4000K (IP) Adjustable Recessed Downlight
Lamps: 1 x 12W LED 4000K
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147

97

31080.103	 (1100lm, 3000K)
31080.104	 (1100lm, 4000K)

10W

75°C)

High specular aluminium silver

1100lm

400mm length multi-core cable

97

31051.103	 (1100lm, 3000K)
31051.203	 (2000lm, 3000K)
31051.104	 (1100lm, 4000K)
31051.204	 (2000lm, 4000K)

10 – 19W

75°C)

High specular aluminium silver

400mm length multi-core cable



96

LED DIRECTIONAL and ADJUSTABLE WALLWASHER DOWNLIGHT for INGRESS PROTECTION with LENS

Round, Ø 176mm   I   Tilting angle 0-20˚, rotatable 350˚

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 2000lm; 3000lm
Light colour	 :	 Warm white, 3000K; Natural white, 4000K
Power consumption	 :	 19 – 32W
System efficacy	 :	 77 – 100lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V / 50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 70°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Cover	 :	 Stainless steel rim and tempered glass
Reflector	 :	 High specular aluminium silver
Diffuser	 :	 Wide angle frosted glass lens
Tilting angle	 :	 0 to 20˚ (lockable) with 350˚ rotation
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 55
Optimum working
Temperature	 :	 25°C
Weight	 :	 1.64 kg

31073.203	 (2000lm, 3000K)
31073.303	 (3000lm, 3000K)
31073.204	 (2000lm, 4000K)
31073.304	 (3000lm, 4000K)
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LED DIRECTIONAL and ADJUSTABLE WALLWASHER DOWNLIGHT for INGRESS PROTECTION with LENS

Round, Ø 176mm   I   Tilting angle 0-20˚, rotatable 350˚

Light source	 :	 High performance Philips Fortimo LED light module
Lumen output	 :	 2000lm; 3000lm
Light colour	 :	 Warm white, 3000K; Natural white, 4000K
Power consumption	 :	 19 – 32W
System efficacy	 :	 77 – 95lm/W	
CRI	 :	 >97
Voltage	 :	 220-240V / 50/60Hz (other voltages upon request)
Lifetime	 :	 50,000 hours (L70 at Tc 75°C)
Driver unit	 :	 Philips Xitanium LED driver
		
	 	 Operating temperature from -20 to +65°C
Cover	 :	 Stainless steel rim and tempered glass
Reflector	 :	 High specular aluminium silver
Diffuser	 :	 Wide angle frosted glass lens
Tilting angle	 :	 0 to 20˚ (lockable) with 350˚ rotation
Heat sink	 :	 Die-cast aluminium alloy with high heat conductance
Cable	 :	 400mm length multi-core cable
DALI control	 :	 Optional
Ingress protection	 :	 IP 55
Optimum working
Temperature	 :	 25°C
Weight	 :	 1.87 kg

31074.203	 (2000lm, 3000K) DL
31074.303	 (3000lm, 3000K) DL
31074.204	 (2000lm, 4000K) DL
31074.304	 (3000lm, 4000K) DL
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31044.203	 (2000lm, 3000K)
31044.303	 (3000lm, 3000K)
31044.204	 (2000lm, 4000K)
31044.304	 (3000lm, 4000K)

19 – 32W

75°C)

High specular aluminium silver

97

31052.203	 (2000lm, 3000K) DL
31052.303	 (3000lm, 3000K) DL
31052.204	 (2000lm, 4000K) DL
31052.304	 (3000lm, 4000K) DL

19 – 32W

75°C)

High specular aluminium silver

400mm length multi-core cable

400mm length multi-core cable
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TERMS AND CONDITIONS

General Information
This catalogue introduces the IDEAL LED light fittings 
series and replaces all previously published information.

Specifications
IDEAL’s constant improvement of its products is based 
on updated designs and continuous research and 
development. Whilst great care is taken to provide 
the most current and up-todate information in this 
catalogue publication, we reserve the right to amend 
and modify the characteristics of our LED lighting 
products without any prior notice. All specifications 
and illustrations in this publication shall not form part 
of any contract.

Dimensions
All product dimensions are specified in millimetres 
(mm) unless otherwise stated. These dimensions are 
subject to change without prior notification in view of 
our constant product improvement efforts.

Electronic Power Units (Drivers)
All LED light fittings supplied are for use with 
electronic power units (drivers) for 220- 240V/50-60Hz 
mains supply unless otherwise requested at the time 
of ordering.

The electronic power unit requires installation as close 
to the LED lighting fixture as possible to avoid voltage 
drop otherwise a significant voltage decrease will be 
encountered.

Our LED electric power units are fully compatible 
with most major dimmer manufacturers. However, 
we recommend a through compatibility test prior to 
installation of the LED light fittings.

We reserve the right to replace the electronic power 
units in our LED light fittings with those from an 
alternative and reputable international manufacturer 
as approved by us. In the case of such an event, this 
information shall be relayed to the customer upon 
initial enquiry.

LED Light Modules
Lumen outputs and light colours of the LED light 
modules used in each fitting are clearly listed in the 
product specifications. As Led modules are being 
improved continuously with higher lumen output per 

watt, the lumen values indicated in this catalogue are 
approximate only and is valid at the time of printing. 
We will indicate the actual lumen value at the time of 
our offer. All LED light fittings are supplied with the 
specified LED light modules. It is not advisable for the 
customer to replace any LED light modules without our 
prior consent in writing.

We reserve the right to replace the LED light modules 
used in our LED light fittings with those from an 
alternative and reputable international manufacturer 
as approved by us. In the case of such an event, this 
information shall be relayed to the customer upon 
initial enquiry.

Installation
All LED light fittings are to be installed in accordance 
with IEC regulations and local authority requirements. 
The local authority should be consulted if further 
information is required. All personnel involved in 
the installation, handling, use and disposal of these 
products must be fully aware of the precautions that 
need to be taken as the full responsibility for correct 
installation lies with the customer.

Finishes
The standard finishes of our LED light fittings are 
specified in the product specifications. The fittings can 
also be finished in other colours; the prices and delivery 
times for these alternative finishes are available upon 
request

Trademarks and Patents
All LED lighting products are the subject of industrial 
design patent applications or registrations.

Warranty
All our LED lighting products are guaranteed against 
any manufacturing defects. The offsite warranty 
offered is for 5 years or 50,000 hours from the date 
of our delivery (refer to Philips or our other major 
Led component suppliers’ warranty clauses on their 
websites). Our warranty is also limited to a one-to-one 
replacement of the defective fitting, which is to be 
supplied from our respective factories or warehouses. 
Please note that all handling and freight charges and 
custom duties shall be borne solely by the customer.
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